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Metric
Units

Fired
HP steam fl ow 343 tons/hr 311.2 mtons/hr
HP steam pressure  2274.2 psi 156.8 bara
HP steam temp  1002°F 538.9°C

Reheat steam fl ow  409.6 tons/hr 371.6 mtons/hr
Reheat steam pressure  488.8 psi 33.7 bara
Reheat steam temp 1002°F 538.9°C

LP steam fl ow  41.1 tons/hr 37.3 mtons/hr
LP steam pressure  129.1 psi 8.9 bara
LP steam temp  625.5°F 329.7°C

Unfi red
HP steam fl ow 287.5 tons/hr 260.8 mtons/hr
HP steam pressure  1900 psi 131 bara
HP steam temp  1002°F 538.9°C

Reheat steam fl ow  336.9 tons/hr 305.6 mtons/hr
Reheat steam pressure  407.6 psi 28.1 bara
Reheat steam temp 1002°F 538.9°C

LP steam fl ow  51.4 tons/hr 46.6 mtons/hr
LP steam pressure  113.1 psi 7.8 bara
LP steam temp  589.1°F 309.5°C

English
Units

Location  Sriracha, Chonburi, 
 Thailand

Plant Type  Combined Cycle

Customer  Westinghouse

End User Independent Power Thailand

PROJECT OVERVIEW
Gas Turbine
      Supplier: Westinghouse
      Type: W701F
      Main Fuel: Natural Gas

HRSG
      No. of  Units: 2
       Cycle Description: 2x2x1 combined 

cycle facilities
      Design: Triple Wide Loose Harp
      Pressure Levels: 3 HP, IP, LP with RH

Auxiliary Components provided by VPI
• Duct Burner -Fired to 676.5°C Emission Control 

SCR Spool

• Attemperators –HP and RH Interstage with 538.9°C 
Set Points

• WPH Recirculation System and Bypass System

• LP Kettle Boiler

Thai Oil Project: 
Sriracha, Chonburi, Thailand
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